
Aastra 6773

Aastra 6773 with Aastra M 671

Aastra 6773
System telephone for OpenCom 100 and OpenCom 1000

The Aastra 6773 was developed for workplaces with mul-
tifaceted communication tasks. 

The 4-lined graphic display makes a short access to the menu 
and functions possible. 15 permanent and 5 programmable 
keys partly with LED, three softkeys with LED and a display 
instead of paper stripes provide optimized communication 
conditions at the workplace.



 � Headset port (DHSG)

 � Size: approx. 235 x 208 x 46 mm (W x H x D), without pedes-
tals

 � Inclination in 4 steps with pedestals

 � Weight: approx. 812 g

 � Colour: black or ice grey

 � Wall mountable

 � Extensible with up to 3 key extensions Aastra M671

Accessories

 � Aastra M671: 36 keys with LED, with paper stripes; up to 3 
extensions on Aastra 6773 applicable -> 3 x 36 add-on keys

• Weight: approx. 407 g 

• Size: approx. 153 x 198 x 40 mm

 � AC adapter: Power supply for Aastra 6773 with 1-3 add-on 
Aastra M671 (needed starting from � rst add-on)

 � Adapter for not DHSG Headsets

Part numbers

 � Aastra 6773 

• Black 69382

• Icegrey 69415

 � Aastra M671

• Black 69350

• Icegrey 69349

 � Adapter for not DHSG-Headset (8 -> 4 RJ plug)

• 4516043

 � AC adapter EU for Aastra 6770(ip) 

• 4516000

Features

 � System phone for OpenCom100 and OpenCom 1000

 � Menucard function

 � Variable menu structure, depending on condition of a call

 � Volume adjustable (handset, loudspeaker, ring tone)

 � Hands free / Open-Listening mode

 � Mute function

 � Block dialling

 � Redial

 � Calling lists with time and date

 � Multiple function key assignment (link features, stack) 

• 5 targets or functions at all function keys (except device 
key)

 � LEDs for signalling di� erent conditions (call protection, call 
forwarding) and to show more information (e.g. Message 
Waiting, call- or e-mail signalling)

 � Receiving of short messages

Technical Data

 � Connection: UPN-Port of the OpenCom 100 and OpenCom 
1000

 � 4-lined graphic display, 144 x 48 pixel

 � 8 programmable keys with LED, thereof 1 device key � xed

 � 15 function keys, thereof 4 with LED

 � Scroll-Taste
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Aastra Technologies Limited
155 Snow Blvd.
Concord, Ontario Canada
L4K 4N9
www.aastra.com


